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SCALE: 1/8" = 1'-0"

ELECTRICAL POWER PLAN1

N
0 4' 8' 16'

1/8" = 1'-0"

GENERAL NOTES
A. FOR ROOMS: 100A, 100B, 100C, 101, 101A, 101B,

101C, 101D, 101E, 101F, 102, 102A, 103, 104, 105A,
105B, 105C, 106A, 106B, 106C, 111A, 125 (ENCLOSURE
RATING: NEMA 1, CONDUIT MATERIAL: EMT).

B. FOR ROOMS: 109, 111, 116A, 116A-2, 116B, 122, 123
(ENCLOSURE RATING: NEMA 4X, CONDUIT
MATERIAL: STAINLESS STEEL CONDUIT (SSC)
BELOW 15'-0" AFF, RIGID ALUMINUM ABOVE 15'-0").

C. FOR ROOMS: 100D, 100E, 107, 107A, 108,110, 112,
113,114,115, 116C, 117, 118, 119, 120, 121, 124, 126,
127, 128, 129  (ENCLOSURE RATING: NEMA 12/3R,
CONDUIT MATERIAL: RIGID METAL CONDUIT (RMC)
BELOW 15'-0" AFF, EMT ABOVE 15'-0" AFF).

SCALE: 1/4" = 1'-0"

ENLARGED ELECTRICAL POWER
PLAN - ELEC. ROOM 1262

SHEET KEYNOTES
1. ELECTRICAL CONNECTION FOR AUTOMATIC FLUSH

VALVE POWER SUPPLIES. ELECTRICAL.
ELECTRICAL CONTRACTOR TO FURNISH AND
INSTALL AL ROUGH-IN BOXES AND CONDUITS FOR
FLUSH VALVES. COORDINATE THE EXACT
REQUIREMENTS WITH THE PLUMBING
CONTRACTOR.

2. FOR AUTOMATIC FACUTE POWER SUPPLIES.
3. ELECTRICAL CONNECTION FOR DOOR FROSTOP

WITH DISCONNECT MEANS AS REQUIRED BY NEC &
DOOR MANUFACTURER.

4. ELECTRICAL CONNECTION FOR DOOR ACCESS
CONTROL. REFER TO DETAIL 7/EP-503.

5. CONNECTION FOR GENERATOR BLOCK HEATER.
6. CONNECTION FOR BATTERY CHARGER AND GFI

RECEPTACLE AT GENERATOR.
7. FLUSH MOUNTED REMOTE ANNUNCIATOR FOR

GENERATOR. COORDINATE FINAL LOCATION WITH
OWNER. RUN CONNECTING CABLES BETWEEN
GENERATOR AND ANNUNCIATOR PANEL IN
CONDUIT.

0 2' 4' 8'

1/4" = 1'-0"

SCALE: 1/4" = 1'-0"

ENLARGED ELECTRICAL POWER PLAN -
BREAKROOM COUNTER3

1 ASI 003 12/18/2020
2 ASI 005 3/10/2021
3 ASI 006 03/31/2021
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